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Abstract—This paper deals with the use of a new diagnostic
technique based on the multiple reference frames theory for the
diagnosis of stator winding faults in a direct-torque-controlled
(DTC) induction motor drive. The theoretical aspects underlying
the use of this diagnostic technique are presented but a major
emphasis is given to the integration of the diagnostic system into
the digital-signal-processor (DSP) board containing the control
algorithm. Taking advantage of the sensors already built in the
drive for control purposes, it is possible to implement this diag-
nostic system at no additional cost, thus giving a surplus value to
the drive itself. Experimental results show the effectiveness of the
proposed technique to diagnose stator faults and demonstrate the
possibility of its integration in the DSP board.
Index Terms—Digital signal processors (DSPs), fault diagnosis,
induction motor drives.
I. INTRODUCTION
FAULTS in the stator windings of three-phase induction ma-chines represent a significant part of the failures that arise
during the motor lifetime. When these motors are fed from in-
verters, the situation tends to become even worse due to the
voltage stresses imposed by the fast switching of the power
semiconductors of the inverter, which often lead to a degradation
of the turns insulation and, ultimately, to winding short circuits
[1]–[5]. Consequently, some research studies have been con-
ducted in the last few years concerning the impact of closed-loop
drives (vector-controlled drives) on the diagnosis of stator faults
in induction motors [6]–[8].
Some of the diagnostic techniques usually used to detect
stator winding faults are based on the measurement of the
negative-sequence component of the supply currents. When
the motor is part of a vector-controlled drive, the outputs
of the controllers tend to compensate the asymmetry of the
machine by shifting the unbalance of the supply currents to
the supply voltages. This results in a strong attenuation of the
negative-sequence component of the motor supply current, thus
compromising the diagnosis process if it is based solely on the
monitoring of the motor supply currents.
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In [7], the use of a neural network scheme is proposed, already
developed for line-fed induction motors, to detect the fault. Two
line-to-line voltages and two current signals are sampled with a
data acquisition (DAQ) board and the diagnosis is performed on a
computer. In [8], a diagnostic technique based on the injection of
a high-frequency carrier signal is proposed to detect the fault in a
vector-controlled drive. The carrier signal is superimposed on the
outputs of the current regulators, being the fault detection based
on the measurement of the negative-sequence component of the
motor supply current carrier signal.
Despite these previous studies having addressed closed-loop
drives, none of them has dealt with direct-torque-controlled
(DTC) induction motor drives, widely used in industry today.
This is a relevant issue as the operating philosophy of a DTC
drive is quite different from a vector-controlled machine. Thus,
some of the techniques presented for vector-controlled ma-
chines may not work for DTC drives. As an example, it can be
said that the technique presented in [8] for a vector-controlled
drive is unfeasible in a DTC drive. In fact, a DTC drive contains
only one two-level hysteresis controller for flux control and
a three-level hysteresis controller for torque control. These
controllers, in conjunction with a switching table, generate
the output signals to the gates of the power switches of the
inverter, thus being impossible to superimpose any signal to
these outputs, at least in a straightforward manner.
This paper is intended to present the implementation of a new
diagnostic technique of stator faults in a DTC three-phase induc-
tion motor drive, emphasizing the aspects related to its integra-
tion in the DSP board already used for control purposes.
II. MULTIPLE REFERENCE FRAMES THEORY
A. Introduction
The first public reference to the method of multiple reference
frames dates back to 1968 [9]. In that work, the method is used
for the analysis of steady-state modes of symmetrical induction
machinery with any periodic phase voltages applied to the stator.
After this initial work, this method was also used for the anal-
ysis of rectifier–inverter induction motor drives. Later on, the
method was applied to the analysis of the behavior of different
kinds of electrical machines and drives such as a multistack
variable-reluctance stepper motor, an unsymmetrical two-phase
induction machine, a single-phase induction machine with a
shifted auxiliary winding, and a brushless dc drive [10], [11].
Although the multiple reference frames theory has often
been used as a basis for analysis, more recently, it has also
0885-8969/$20.00 © 2005 IEEE
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been used as a tool to control a permanent-magnet synchronous
motor (PMSM). In [12], the proposed control system contains
two parts: one of them is a multiple reference-based estimator,
which decomposes the measured currents to appropriate frames
of reference; the other part, which consists in a multiple ref-
erence frame integral feedback controller, forces the actual
current components to match their commands.
In this paper, the use of the multiple reference frames theory
is extended to the diagnosis field, in particular, to the diagnosis
of stator faults in a DTC induction motor drive.
B. Diagnosis of Stator Faults [13]
To use this theory for the diagnosis of stator faults, and to gen-
eralize the obtained conclusions for different motors in regards to
the winding arrangement, type of connection, number of poles,
rated power, etc., two simulation models were developed. The
first is a detailed model, based on the use of the winding function
theory, and is able to simulate the behavior of motors with any
stator winding arrangement introduced by the user [14], [15]. The
other developed model is a simplified one, in coordi-
nates, used to demonstrate some mathematical relations between
the different quantities used later on for the diagnosis of the fault.
In this simplified model, the winding of the phase affected by the
fault is split into two subwindings. After this, the flux and voltage
equations for all of the stator and rotor windings are written. After
some mathematical manipulations, these equations are trans-
formed to coordinates, in an arbitrary reference frame.
Although the development of this model follows closely the one
presented in [16], the initial assumptions are different, namely
the ones related with the distribution of the leakage inductances
between the subwindings of the affected phase. In fact, several
researchers have reported difficulties in finding a good agreement
between the experimental value of the short-circuit current and
the one obtained by simulation. Experimental results conducted
at a reduced voltage in a special test machine have shown that this
is due to the wrong assumption that the leakage inductances of
the subwindings are directly proportional to the number of turns
of these subwindings. A much better approximation of the reality
is to consider a quadratic relation between these two parameters
in each coil of the winding and then sum the contribution of all the
coils of that phase.
Using the simplified model, (1) is obtained
(1)
where , , and represent the stator voltages,
the stator currents, and rotor currents referred to the stator wind-
ings, respectively; is the short-circuit current; and is the
ratio of shorted turns in relation to the total number of turns
in series per phase. stands for the transformation
angle and all of the other quantities have the usual meaning.
The second term of (1) is the same as the one for the case of a
healthy motor. The first term can be regarded as the sum of the
supply voltages of the motor plus two additional voltage compo-
nents introduced by the fault. Because the short-circuit current
can be given by a sinusoidal function at the fundamental supply
frequency, these two additional components, in a synchronous
reference frame, are equal to the sum of a constant term with a
sinusoidal function at the double supply frequency. On the other
hand, the motor supply currents contain a positive- and a nega-
tive-sequence component due to the presence of the stator fault.
Therefore, the stator currents in axes are given by
(2)
where superscripts and stand for the positive- and nega-
tive-sequence components, respectively. If a synchronous refer-
ence frame rotating in the clockwise direction is considered, the
component will appear as constant and the components
as a sinusoidal function at the double supply frequency.
Conversely, in a synchronous reference frame rotating in the
counterclockwise direction, appears as constant and
as a sinusoidal function at the double supply frequency. The
same reasoning applies to the rotor currents referred to the stator
circuits. Consequently, the fact that the current components ap-
pear as constants in a reference frame synchronized with them
can be exploited to easily measure or eliminate those compo-
nents.
In addition, considering the rotor speed constant, the principle
of superposition can be applied. Hence, in each synchronous ref-
erence frame, (1) can be split into two equations: one resulting
from the grouping of the constant terms in both members of the
equation, and another one, resulting from the grouping of the si-
nusoidal functions at the double supply frequency. If the quanti-
ties in the equation are averaged, only the constant components
will remain in the resulting equations, thus being easily mea-
sured and/or removed. If the stator currents are expressed first
in a clockwise synchronous reference frame and the constant
terms are removed from each one of the current compo-
nents and subsequently transformed to a counterclockwise syn-
chronous reference frame, the resulting current components
can be regarded as the sum of the value they would have in the
absence of faults, plus an additional component due to the pres-
ence of the stator fault
(3)
(4)
where the superscripts and stand for the healthy condition of
the motor and additional current components due to the presence
of the fault, respectively.
In order to calculate the fault indicator, which is defined by
the vector , it is necessary to calculate and
for the specific value of rotor speed at which the motor is
running. Using the motor parameters determined by the drive
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Fig. 1. Block diagram of the implemented system. A fast task is devoted to the control while a slower task is dedicated to the diagnosis of the fault.
during the commissioning phase, the calculation of these quan-
tities is straightforward.
The final step of the diagnostic process is the definition of
an adequate severity factor, which corresponds to the normal-
ization of the modulus of the fault vector. Because analytical
and simulation studies have proved that the short-circuit current
is limited mainly by the resistances and leakage reactances of
the windings of the motor, an appropriate normalization quan-
tity appears to be the locked-rotor current of the motor . The
severity factor can now be defined as
Severity Factor (5)
III. INTEGRATION OF THE DIAGNOSTIC SYSTEM
A. General Remarks
The presence of a digital signal processor (DSP) in a drive
system as well as the presence of current and voltage sensors
opens the door to the integration of the diagnostic system into
the hardware and software already developed for control pur-
poses. This means that the diagnostic procedure can be incor-
porated into the system at no additional cost.
In a DTC induction motor drive, usually there are two current
sensors to measure the motor supply currents and one voltage
sensor to measure the dc-link voltage. With this information,
the line-to-line voltages can easily be reconstructed by knowing
the positions of the six switches of the inverter. The speed is
another quantity already available/estimated due to the presence
of a speed loop in the drive. Consequently, all of the information
needed to implement the diagnostic technique is already present
in the control system.
B. Implementation of the Diagnostic Technique
Fig. 1 shows a detailed block diagram of the implemented
system.
Due to the requirement of a very short sampling period to ac-
curately estimate the stator flux and the electromagnetic torque
developed by the motor, the critical calculations involved in the
estimation process were implemented in an interrupt routine.
This routine also includes an additional module to store the
components of the stator current and estimated stator flux, which
will be used later on by the diagnosis module. The main program
contains the remaining modules of the DTC control algorithm
and a slow task where the diagnostic algorithm is implemented.
To avoid degradation of the performance of the DTC drive, this
slow task is subdivided into four main subtasks, each one being
executed in a cycle of the main program. The subtasks can be
classified in general terms as follows: i) filtering; ii) coordinate
transformation to the clockwise synchronous reference frame;
iii) averaging, subtraction, and coordinate transformation to the
counterclockwise synchronous reference frame; and iv) calcu-
lation of the severity factor. A detailed description of each one
of these subtasks is given in the following.
1) Filtering: The diagnostic technique based on the multiple
reference frames theory uses the information contained in the
fundamental components of the stator flux linkage and supply
currents of the motor. Consequently, other spectral components
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present in these quantities are superfluous and should be elim-
inated to increase the accuracy of the obtained results. To per-
form this task, a digital filter is used to filter out all of these
harmonics, thus isolating the fundamental components of those
signals. Experimental tests with different types of filters showed
that the fundamental component can be effectively isolated from
the overall signal using a low-pass second-order Butterworth
digital filter, whose transfer function is given by
(6)
with , , , ,
, and . In these
equations, and stand for the angular cutoff frequency of
the filter and sampling frequency, respectively.
Because the drive may operate at different frequencies, the
cutoff frequency of the filter should be changed accordingly.
Moreover, both the flux and current signals are filtered with
the same type of filter, thus automatically preserving the phase
shift between them, which is a necessary condition for the suc-
cessful use of the diagnostic technique.
2) Transformation to the Clockwise Synchronous Reference
Frame: After filtering the stator flux linkage and current sig-
nals, the corresponding data are truncated so that they corre-
spond to an integer number of cycles of those functions. The
step that follows is the transformation of the current signals to
a clockwise synchronous reference frame. For that, the angle
present in the transformation matrix is calculated with the aid of
the flux linkage components. Afterwards, the transforma-
tion of the current signals from the stationary reference frame
to the clockwise synchronous reference frame is performed
(7)
3) Averaging and Transformation to the Counterclockwise
Synchronous Reference Frame: Afterwards, the current com-
ponents and are averaged and the results are subtracted
from the corresponding current components, as in (8)
(8)
It should be remarked that in a system with low resources of
memory, the mean values of and can be calculated using
the concept of triangulation illustrated in Fig. 2, thus being only
necessary to use the coordinates of three different points (the
dotted circumference represents the function ).
This operation eliminates the negative-sequence component of
the motor supply currents. Afterwards, the current signals are
transformed to a counterclockwise synchronous reference frame
by
(9)
In this final reference frame, the quantities and should
appear as constants, at least in theoretical terms. However, in
practice, due to the presence of some subharmonics in the supply
currents, in conjunction with the harmonics that the digital filter
Fig. 2. Representation of the current components in the clockwise
synchronous reference frame and geometrical calculation of the corresponding
average values.
was reduced but not completely eliminated, the coordinates of
several points should be averaged to achieve the final values
and .
4) Calculation of the Severity Factor: The calculation of the
severity factor involves the determination of the quantities
and . This can be done using the motor parameters deter-
mined by the drive during the commissioning phase in conjunc-
tion with the measured or estimated rotor speed. The value of the
locked-rotor current, which is needed to calculate the severity
factor, can also be estimated based on the data recorded during
the commissioning phase of the drive.
IV. EXPERIMENTAL RESULTS
The proposed diagnostic technique was implemented using a
TMS320C32 DSP board connected to a 16I/O8 DSPLINK in-
terface board. All of the control and diagnosis blocks were pro-
grammed into the DSP and no additional hardware was used
besides the one already present for control purposes. The out-
puts of the DSPLINK board connect to an external buffer circuit
before going to the gates of the power switches of a three-phase
inverter. The driver circuits assure a dead time of 2.7 s between
the two power switches of the same leg. The outputs of the in-
verter feed a 3-hp, four-pole, 230-V, 60-Hz, three-phase induc-
tion motor, with its stator windings modified in order to allow
the access of different turns to introduce the short circuits.
Figs. 3 and 4 show the current waveforms for the case of
a healthy motor and for the case of the motor with one short-
circuited coil (54 short-circuited turns in winding - , out of
324 turns/phase).
Despite the high extension of the fault, the amplitudes of the
fundamental components of the three motor supply currents rep-
resented in Fig. 4 are not very much different from the ones for
the case of a healthy motor. The most noticeable effect of the
fault in the current waveforms is their deformation, mainly due
to the existence of third and fifth harmonics introduced by the
fault, as can be demonstrated by the analysis of the current spec-
trum shown in Fig. 5.
The existence of these current harmonics, when the motor de-
velops inter-turn short circuits, is mainly attributed to the poor
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Fig. 3. Motor supply currents for the case of a healthy motor.
Fig. 4. Motor supply currents for the case of a short-circuited coil.
Fig. 5. Current spectrum for the case of a motor with a short-circuited coil.
operation of the torque estimator of the drive that in these ad-
verse conditions cannot accurately estimate the electromagnetic
torque developed by the motor using the traditional torque equa-
tion used for this purpose [14].
Fig. 6 shows the plot of the flux linkage for the case of the
motor running with the same 54 short-circuited turns. As can be
recognized, this plot is very similar to the one corresponding to
a healthy motor.
Tables I–III present the experimental results as calculated by
the DSP, regarding the operation of the DTC induction motor
drive, for different extensions of the fault, different motor load
levels, and different values of the reference speed of the drive.
Fig. 6. Estimated stator flux linkage when the motor runs with 54
shorted-circuited turns.
TABLE I
EVOLUTION OF THE SEVERITY FACTOR WITH THE EXTENSION OF THE
FAULT (REFERENCE SPEED OF 1000 r/min)
TABLE II
VARIATION OF THE SEVERITY FACTOR WITH THE MOTOR LOAD LEVEL
(REFERENCE SPEED OF 1000 r/min AND 54 SHORTED TURNS)
TABLE III
EVOLUTION OF THE SEVERITY FACTOR WITH THE REFERENCE SPEED
OF THE DRIVE (54 SHORTED TURNS)
Broadly speaking, for the same load level, the severity factor
increases with the extension of the fault. Moreover, the severity
factor is just slightly dependent on the motor load level. The-
oretically, and according to the results obtained by simulation,
the proposed severity factor is almost insensitive to the motor
load level. In practice, due to the thermal variations of some
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motor parameters, namely the variations of the rotor resistance,
some differences can be seen. It is felt that this aspect can be
improved in future implementations of the technique by an ad-
equate compensation of those parameter variations, which was
not attempted in this work.
In relation to the operating speed of the drive, that is, in rela-
tion to the output frequency of the inverter, the severity factor de-
creases with the decrease of these values. This is in good agree-
ment with the fact that the short-circuit current also decreases
with the output frequency of the inverter. In this way, this be-
havior of the severity factor does not constitute a limitation to
its use.
V. CONCLUSION
This work is intended to present a possible implementation of
the multiple reference frames theory for the diagnosis of stator
faults in DTC induction motor drives. The diagnostic technique
is fully integrated into the control system at no additional cost,
thus constituting an added value to the final system. Due to the
nature of a DTC drive and of the proposed diagnostic technique,
most of the quantities calculated for control purposes can also
be used for diagnosis. The proposed system has a modular con-
ception in order to allow for its use in the diagnosis of other
faults such as eccentricity and rotor faults, subjects that will be
addressed in a subsequent paper.
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